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section at the beginning of such fiscal 
year. 

(2) Basic design parameters. The re-
placement does not change the basic 
design parameter(s) of the process unit 
to which the activity pertains. 

(i) Except as provided in paragraph 
(y)(2)(iii) of this section, for a process 
unit at a steam electric generating fa-
cility, the owner or operator may se-
lect as its basic design parameters ei-
ther maximum hourly heat input and 
maximum hourly fuel consumption 
rate or maximum hourly electric out-
put rate and maximum steam flow 
rate. When establishing fuel consump-
tion specifications in terms of weight 
or volume, the minimum fuel quality 
based on British Thermal Units con-
tent shall be used for determining the 
basic design parameter(s) for a coal- 
fired electric utility steam generating 
unit. 

(ii) Except as provided in paragraph 
(y)(2)(iii) of this section, the basic de-
sign parameter(s) for any process unit 
that is not at a steam electric gener-
ating facility are maximum rate of fuel 
or heat input, maximum rate of mate-
rial input, or maximum rate of product 
output. Combustion process units will 
typically use maximum rate of fuel 
input. For sources having multiple end 
products and raw materials, the owner 
or operator should consider the pri-
mary product or primary raw material 
when selecting a basic design param-
eter. 

(iii) If the owner or operator believes 
the basic design parameter(s) in para-
graphs (y)(2)(i) and (ii) of this section 
is not appropriate for a specific indus-
try or type of process unit, the owner 
or operator may propose to the review-
ing authority an alternative basic de-
sign parameter(s) for the source’s proc-
ess unit(s). If the reviewing authority 
approves of the use of an alternative 
basic design parameter(s), the review-
ing authority shall issue a permit that 
is legally enforceable that records such 
basic design parameter(s) and requires 
the owner or operator to comply with 
such parameter(s). 

(iv) The owner or operator shall use 
credible information, such as results of 
historic maximum capability tests, de-
sign information from the manufac-
turer, or engineering calculations, in 

establishing the magnitude of the basic 
design parameter(s) specified in para-
graphs (y)(2)(i) and (ii) of this section. 

(v) If design information is not avail-
able for a process unit, then the owner 
or operator shall determine the process 
unit’s basic design parameter(s) using 
the maximum value achieved by the 
process unit in the five-year period im-
mediately preceding the planned activ-
ity. 

(vi) Efficiency of a process unit is not 
a basic design parameter. 

(3) The replacement activity shall 
not cause the process unit to exceed 
any emission limitation, or operational 
limitation that has the effect of con-
straining emissions, that applies to the 
process unit and that is legally en-
forceable. 

NOTE TO PARAGRAPH (y): By a court order 
on December 24, 2003, this paragraph (y) is 
stayed indefinitely. The stayed provisions 
will become effective immediately if the 
court terminates the stay. At that time, 
EPA will publish a document in the FEDERAL 
REGISTER advising the public of the termi-
nation of the stay. 

(Secs. 101(b)(1), 110, 160–169, 171–178, and 
301(a), Clean Air Act, as amended (42 U.S.C. 
7401(b)(1), 7410, 7470–7479, 7501–7508, and 
7601(a)); sec. 129(a), Clean Air Act Amend-
ments of 1977 (Pub. L. 95–95, 91 Stat. 685 (Aug. 
7, 1977))) 

[43 FR 26382, June 19, 1978] 

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 51.166, see the List of CFR 
Sections Affected, which appears in the 
Finding Aids section of the printed volume 
and on GPO Access. 

Subpart J—Ambient Air Quality 
Surveillance 

AUTHORITY: Secs. 110, 301(a), 313, 319, Clean 
Air Act (42 U.S.C. 7410, 7601(a), 7613, 7619). 

§ 51.190 Ambient air quality moni-
toring requirements. 

The requirements for monitoring am-
bient air quality for purposes of the 
plan are located in subpart C of part 58 
of this chapter. 

[44 FR 27569, May 10, 1979] 
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